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The CUTLAM® 3.0 is a highly versatile machine, adapt-
ed to both laboratories and production facilities.

This machine is ideal for repetitive tasks such as produc-
tion control, for example. The oleo pneumatic system 
enables precise feed and cutting torque adjustments, 
guaranteeing excellent quality reproducible cuts.

There are three cutting modes available:
- Automatic sequential
The wheel’s descent is fully automatic and progresses 
in sequence for optimal cooling. You can intervene re-
gardless of the feed speed and on the cutting torque. 
The machine shuts off automatically at the end of the 
procedure.
- Semi-automatic
The operator controls the descent using a push button, 
in either assisted or continuous mode according to the 
pre-set torque.
- Manual
The automatic feed system is off-line, and the operator 
manually controls the cut using the lever to the right of 
the machine.

The spacious cutting table consists of a treated alumi-
num base and interchangeable stainless steel plates, 
and is easily accessible thanks to a fully opening hood 
and deported motor. The 8 perpendicular grooves enable 
you to install any sort of vice and clamp parts up to 
110 mm thick. The openings on the left and right of 
the hood, enable you to work with longer parts.

The standard model is fitted with a powerful 3.8 kW 
motor with adjustable speed, specially adapted to the 
machine’s cutting capacity. The available speed range 
enables you to treat all types of material. 

 Available accessories 

Fast tightening double vice system

screw tightening double vice system

Universal clamping vice 61

Cabinet: 1 drawer, 1 storage in the door + integration of the recirculation tank

 technical data 

Wheel Ø 250-300 mm 

Shaft Ø 25,4 mm

Flanges Ø 80 mm

Max cutting capacity
Ø 110 mm or 45 x 250 mm (with Ø 300 mm 
wheel) + opening on left and righthand side for 
long materials

Passage under the wheel 120 mm (with Ø 300 mm wheel)

Vertical mouvement Automatic and manual

Cooling
Recirculation system, 60 liters, on casters
Integrated cleaning system, with shower head fixed 
outside the cutting chamber 

Motor power 3,8 kW

Rotational speed Variable, from 1000 to 4000 rpm

Table To 5 to 300 mm/min in work

Lowering speed  
of the wheel arm

Grooved stainless steel, 400 x 300 mm

Type of groove T groove 12 mm (4 longitudinals, 4 transversals)

Lightening LED

Protection Transparent hood with locking system

Body Strong powder coated steel casing

Voltage 400 Volts - 50 Hz (3 phases + earth)

Dimensions L x H x D 630 x 650 x 820 mm

Weight 145 kg

Reference 60 CT30A 00

Coolant recirculation system, 60 liters,  
2 compartments, 100 µm filter integrated

Automatic and manual cutting machine 
Vertical-motion

The high-capacity recirculation system with pre-filter and decanter 
compartments ensures optimum lubrication and cooling by a multi-
point hose. The cutting chamber is illuminated by an Led tube.

To ensure complete user safety, the hood is locked during cutting 
and the motor employs an electric brake when not in use. 

An external shower head combined with a tilted cutting chamber 
base makes cleaning easy, and a filter ensures that your samples 
do not fall down the large-diameter outlet pipe.


